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Screw

Square Head
Set Screw

Handle

Rod Coupling 7/16" (11)

Galvanized Pipe 1" (25)

Brass Extension Rod 7/16" (11)

Valve Body

Plunger

Pump Rod
7/16" (11)

Packing
Nut Hose Adapter 3/4" (19)

Head Casting
(Painted Green)

Links (Pair)
Connector

Flow Lock Wheel

Fulcrum Bolt and Lock NutStem

Tapped for 1" (25)
Pipe

Galvanized Pipe 1" (25)
3/4" (19) Hose
Connection

Ground Level

Below Frost Line

Pump Rod

1/8" (3) NPT Tap for 
Bleed Fitting Connection

24" (610) Crushed Stone 
or Gravel  Water Supply Line

(By others)

Valve Body

24"
(610)

REGULARLY FURNISHED:
Non-Freeze Post Hydrant with
Galvanized Casing and Adjustable
Flow Wheel Lock Handle.

VARIATIONS:
Vacuum Breaker -H
1"(25) Hose Connection -HC1
1"(25) Female Inlet Connection -MF-1
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FIG. 5909LF

NON-FREEZE POST HYDRANT

1/8" (3) NPT Drain Hole

FUNCTION: Used where an above ground water outlet is required in areas which are subject to freezing temperatures.
Freezing is prevented by burying the valve housing below the frost line and draining water from the casing after shut-off.

B
S

C
R

N

"B" Feet
Depth of Bury

(Please Specify)

B (Depth of Bury) = 02(610), 03(915), 04(1220), 05(1525) or 06(1830) Feet 

            NOTE: 
             *1.  Addition of vacuum breaker will not allow draining 
    of the casing. Smith is not responsible for any 
    casings that burst or related incidents if the hydrant 
    is supplied with a vacuum breaker.
              2.  The AB1953, California Lead Law, and NSF/ANSI 
    Standard 61-2008 - Drinking Water System 
    Components are not applicable to Jay R. Smith 
    hydrants as they do not convey/dispense water for 
    human consumption through drinking or cooking.
              3.  Dimensions shown in parentheses are in millimeters.
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K 2-6-13 Revised Notes TBW CL
L 1-21-14 Added Truesdail Note TBW JM
M 1-9-15 Revised Callout TBW CL
N 10-5-17 Revised Note TBW CL

Certified by Truesdail Laboratories. Meets all Federal
and state Safe Drinking Water Acts and requirements.

NSF/ANSI 372

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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