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SHOCK ABSORBER

SA

LITE LINE - COPPERJOSAM SA LITE LINE SERIES SHOCK ABSORBER WITH COPPER 
SHELL, PISTON TYPE AIR CUSHION AND MALE THREADED 
CONNECTION.

10/17/18

MODEL FIXTURE
UNITS THREAD A B

SA-A 1 - 11 1/2" 6-3/8 7/8

SA-B 12 - 32 3/4" 7-3/8 7/8

SA-C 33 - 60 1" 9-1/4 1-1/8

SA-D 61 - 113 1" 9-1/4 1-3/4

SA-E 114 - 154 1" 12-3/8 2-1/8

SA-F 155 - 330 1" 15 2-1/8

NOTES:

CONFORMS TO ASSE 10101.
COMPLIES WITH LEAD FREE REQUIREMENTS

PISTON LUBRICATED WITH DOW-CORNING2.
FDA APPROVED 111 SILICONE COMPOUND

USE OF SUPERSEDED OR VOID DATA.

SERIES

MICHIGAN CITY, INDIANA

NOTESDATE OF LAST CHANGE:
DIMENSIONS ARE SUBJECT TO MANUFACTURERS

TOLERANCES AND CHANGE WITHOUT NOTICE.
WE CAN ASSUME NO RESPONSIBILITY FOR

SPECIFICATION:

 A 

B  

 THREAD 
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