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SERIES

MICHIGAN CITY, INDIANA

NOTESDATE OF LAST CHANGE:

USE OF SUPERSEDED OR VOID DATA.

DIMENSIONS ARE SUBJECT TO MANUFACTURERS
TOLERANCES AND CHANGE WITHOUT NOTICE.

WE CAN ASSUME NO RESPONSIBILITY FOR

SPECIFICATION:

(LEFT HAND SHOWN)

CLOSET CARRIER

12600-HS-SDNEOPRENE FIXTURE GASKET.

JOSAM 12600-HS-SD SERIES COATED CAST IRON SINGLE HORIZONTAL 
4" HUB AND SPIGOT OFFSET FITTING WITH 2" NO-HUB VENT AND 
ADJUSTABLE CARRIER BODY, INVERTIBLE FOR SIPHON JET OR
BLOWOUT CLOSETS, WITH ABS EXTENSION WITH INTEGRAL TEST
CAP, PYLON FEET, ANCHOR FOOT, PLATED HARDWARE AND

5/29/18

CONFIGURATION

FOR MORE DIMENSIONS
REFER TO 12600-SD SUBMITTALS

12674 FITTING
SHOWN

12000 FITTINGS
MAY VARY IN

ANCHOR FOOT
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